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Available in 4 
pre-mixed 

colors

Technical Data Sheet  626-12X

Stain and sealer translucent

Denalt translucent water-repellent stain and sealer is designed to protect and enhance exterior 
wood with ease. Easy to apply in most cases with just one coat, it helps repel moisture while 
allowing the natural wood grain to show through. A practical solution for confidently refreshing 
and maintaining your surfaces.

Characteristics

● Water-repellent protection – Repels water and helps protect wood from moisture

● Quick and easy application – One coat in most cases

● Easy maintenance – Resists cracking and peeling

● Suitable for horizontal and vertical surfaces – Versatile for various applications

● Enhances the wood – Translucent finish that allows the natural grain to show through

Denalt translucent, water-repellent exterior 
stain is designed to penetrate and seal new, previously 
stained, or treated exterior wood. It is particularly suitable 
for wood species such as pine and spruce.

LIMITATIONS
Not recommended for cedar, redwood, exotic woods such 
as acacia or for indoor use.

SURFACE PREPARATION
On newly treated wood, allow 6 weeks to dry before 
surface preparation. On bare wood, follow the instructions 
below. On wood previously painted or stained in various 
colors, strip the surface with Denalt 6200 Stripper 
according to the instructions before proceeding with the 
preparation below.

1. Clean the wood with Denalt 6100 Cleaner 
according to the instructions and allow to dry 
completely or until the wood moisture content 
is below 18%. 

2. Sand in the direction of the grain with 80-grit 
sandpaper and remove the dust. The product 
must be applied within one week of 
preparation. 

3. Perform a porosity test by applying a few drops 
of water in several spots on the surface. If the 
water does not penetrate the wood, repeat the 
sanding and removal steps. 

Surfaces must be clean, dry, and free of dust, mold, oil, or 
grease; repair any holes and cracks; protect adjacent 
surfaces. The stain should be applied within one week of 
preparation. 

APPLICATION METHOD
Always test on a small area before applying to the entire 
surface. Ensure that the outside temperature and the 
surface temperature are within the range recommended 
in the table below and will remain within this range for at 
least 24 hours after application. To ensure uniform color, 
mix containers together before application when multiple 
containers are required. Stir the stain thoroughly before 
beginning. Use quality tools, as indicated in the table. 
Apply one coat in the direction of the wood grain, board by 
board, keeping one edge wet to avoid lap marks. Ensure 
the stain penetrates well by brushing the surface several 
times. Saturate cracks, fissures, and cut ends, ideally on all 
six sides where possible. On vertical surfaces, apply from 
top to bottom to avoid drip marks. If a second coat is 
desired, it should be applied a few minutes after the first 
(wet-on-wet), repeating the application method used for 
the first coat.

COVERAGE
Follow the rate listed in the table to ensure proper opacity 
and avoid lap marks. Actual coverage may vary depending 
on surface porosity, texture, and whether colorant was 
added.

CLEANUP, STORAGE AND DISPOSAL
Clean tools with lukewarm soapy water immediately after 
application. Store the product in a cool, dry place, 
protected from freezing. For disposal of leftover material, 
check with your local municipality to comply with 
applicable regulations. Do not pour into drains or sewers.

IMPORTANT
Applying this product with a roller or sprayer is not 
recommended. If such application is used, it must be 
followed by brushing to ensure the stain penetrates the 
wood. Failure to do so may compromise the product's 
durability. Color samples are indicative; the final color will 
vary depending on the wood species and grain and is 
therefore not guaranteed. Continuously high humidity, 
insufficient airflow under the wood, or high traffic levels 
will reduce the product's durability or may cause it to peel 
or flake. The directions provided apply to most conditions 
of use but do not cover all specific cases. For specific 
surfaces or techniques, test beforehand or consult a 
retailer. Do not dilute with other products. Avoid contact 
with skin, eyes, or clothing. Wear appropriate protective 
equipment. Wash hands and exposed areas after use. 
Keep out of reach of children.

⚠ WARNINGS
Always wear a suitable respirator when sanding. Scraping, 
sanding, or removing old paint may release lead dust. 
LEAD IS TOXIC. Contact your regional Health Canada office 
for more information or visit www.epa.gov/lead if in the U.S.

WARRANTY
We certify that our products are of high quality and the 
information provided here is given in good faith. However, 
since we do not control application conditions or surface 
preparation, this product’s warranty is limited to a refund 
of its purchase price only. For full details on our satisfaction 
guarantee or to make a claim, visit 
www.denalt.ca/warranty

 Finish and shine at 60° flat finish, 1 to 3 %

Sheen at 85° flat finish, 2 to 3 %

Formula stain and sealer

Format(s) offered gallon

Colorant compatibility N / A

Resin 100 % acrylic

Solvent water-based

Touch dry 1 to 2 hours*

Recoat time before the 1st coat is dry*

Rain-ready after 24 hours*

Full cure for furniture : after 5 days*

Coverage per 3.7 L 18.6 à 23.2 m2 (200 to 250 
ft2)**

VOC content < 100 g/L

Solids by volume 11.0 ± 1

Solids by weight 13.0 ± 1

Recommended brush synthetic bristles

Recommended roller not recommended

Spray nozzle and pressure not recommended

Ideal temperatures 15 to 30°C (59 to 86°F)

Wet thickness N / A

Dry thickness The product must 
penetrate completely

Viscosity 60 ± 3 KU

Frost resistance protect from freezing

Flash point N / A

Weight (at 20°C) 1.08 kg/L (9.01 lbs/gal)

Technical Specifications

In case of discrepancy between the information provided in this sheet and that indicated on the product, this sheet shall prevail. For more information or a safety data sheet, visit denalt.ca.

* Drying times are based on 21°C (70°F) and 50% relative humidity. 
Actual times may vary depending on temperature, humidity, color, 
film thickness, and air circulation. Ambient conditions must remain 
stable during application and for at least 24 hours after. Low 
temperatures, high humidity, thick coats, or poor ventilation will 
extend drying time.
** The coverage listed does not account for losses due to surface 
condition, porosity, or application method.
Technical Data Source: 626-12X
⚠ Drying times apply to pre-tinted colors or a tintable base.
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